APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT
SECTION NO 1
BILL NO 1

1 |CONTRACTOR'S PRELIMINARIES AND GENERAL
For preambles see "Model Preambles for Trades"

SUMMARY OF CATEGORIES

1 [Category: Fixed (10%) Item 1.00
2 |Category: Value (15%) Item 1.00
3 |Category: Time (75%) Item 1.00

Carried forward to Section Summary
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT
SECTION SUMMARY - SECTION NO 1: PRELIMINARIES & GENERAL

1 |Preliminaries & General

Carried forward to Final Summary
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT
SECTION NO 2
BILL NO 1

1 |ALTERATIONS
For preambles see "Model Preambles for Trades"
SUPPLEMENTARY PREAMBLES

Old materials

Old materials from alterations except where described to be reused or handed over,
become the property of the Contractor who must allow credit for same in the item
rates as described below. Old materials from the removals and alterations except
where described to be reused or handed over, as well as old rubbish, etc must
regularly be carted from the site and not be allowed to accumulate on or around the
site. None of the old materials are to be used for new work except where specifically
described as to be handed over by the contractor to the Employer. Such materials or
articles shall be properly stored by the contractor until handing over thereof. The
contractor shall obtain an official receipt listing the materials or articles and dates of
handing over. If the contractor fails to submit the

receipt when requested to do so it shall be deemed that the materials or articles are
still in his possesion and he will be held liable to the Employer for the full replacement
value thereof which amount will be deducted from any monies due to the contractor

TEMPORARY BARRIERS, SCREENS, ETC.

Temporary barriers, screens, etc. including removal

Dust screen 2500mm high formed of suitable timber framing and polyethylene

L sheeting stapled on including corners, ends, etc m 20.00
REMOVAL OF EXISTING WORK
Taking out and removing doors, etc and prepare frame for new door

2 |Timber door from steel frame 1510 x 2032mm high overall No 2.00
Taking down and removing roofs, floors, panelling, ceilings, partitions, etc

3 [6.4mm Nailed up ceilings including brandering cornices, etc m2 287.00

4 |75mm Coved cornices m 110.00
Taking out and removing sundry joinery work

5 [Soft board pinning boards including timber framing around m2 2.00

6 gOOmm‘Wlde x 3500mm long changeroom benches & set aside for later re- No 23.00
installation
Taking up and removing vinyl floor coverings, carpeting, etc and prepare
screed for new carpet or ceramic tiles (elsewhere)
Vinyl tile floor tile covering including skirtings and preparing screed for new ceramic

7 . . m2 39.00
tiles covering

3 \(lnyl tile floor tile covering including skirtings and preparing screed for treads and m2 76.00
risers

9 Vinyl sheet covering including skirtings and preparing screed for new ceramic tiles m2 91.00

covering

Carried Forward
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT

Brought Forward

Hacking up/off and removing ceramic tile floor and wall finishes including
removing mortar bed or backing and preparing concrete or brick surfaces for
new screed, plaster or tile finishes

10 |Tiles to walls m2 363.00
11 |Tiles to floors including skirtings m2 210.00

Taking out and removing piping, sanitary fittings, etc including disconnecting
piping from fittings

Vitreous china urinal 3050 x 1650mm high

12 [including breaking up and removing concrete urinal step, floor No 1.00
channel, etc
13 |Vitreous china WC pan with cistern No 8.00
14 |Vitreous china wash hand basin No 11.00
15 |Soap dispenser No 4.00
16 |Sanitary bin No 8.00
17 [Stainless steel condom dispenser No 2.00
18 [Stainless steel toilet roll holder No 8.00
19 |Electrical hand dryer No 2.00

Taking out and removing glass shower doors
20 |Remove existing glass shower doors size 1800 x 900mm No 24.00

Taking out and removing glass and mirrors

21 |Remove existing mirror size 600 x 600mm No 14.00
Sundries
22 |Remove existing alumnium angle edging to treads and risers of stairs m 51.00

Budgetary Allowance

Allow for alterations,to be measured and priced in accordance with this Bill of

23 Quantities and omitted in part or whole as instructed by Principal Agent

Item 1.00 R 20,000.00 | R 20,000.00

Carried forward to Section Summary
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT|QUANTITY] RATE | AMOUNT
BILL NO 2

2 [MASONRY

For preambles see "Model Preambles for Trades"
SUPPLEMENTARY PREAMBLES

Sizes in descriptions

Where sizes in descriptions are given in brick units, "one-brick" shall represent the
length and "half-brick" the width of a brick.

Hollow walls, etc.

Descriptions of hollow walls shall be deemed to include leaving every fifth perpend of
the bottom course of the external skin open as a weep hole.

Face bricks
Bricks shall be ordered timeously to obtain uniformity in size and colour.
Pointing

Descriptions of recessed pointing to fair face brickwork and face brickwork shall be
deemed to include square recessed, hollow recessed, weathered pointing, etc.

BRICKWORK

SUPERSTRUCTURE

Brickwork of NFP clay bricks in Class Il mortar
1 |Half-brick walls. m2 15.00
Brickwork reinforcement

2 |75mm Wide reinforcement built in horizontally. m 100.00

Carried forward to Section Summary

Page 5 of 20



APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT
BILL NO 3

3 |WATERPROOFING
For preambles see "Model Preambles for Trades"
SUPPLEMENTARY PREAMBLES

Water proofing to shower floors

"Weber.sysWaterproof-it" shower waterproofing system to floors and walls shall be
applied under a ten (10) year guarantee by an approved applicator

Surfaces to be clean, dry, sound and free and from dust, grease or any
contamination that could impair bonding. MixWaterproof-it Compound A with
Waterproof-it EmulsionB to form a slurry, apply 1 to 2mm thick coat to cement plaster
using a block brush into corners and bed Waterproof-it Membrane onto wet slurry
allowing for 100mm overlaps, immediately apply 2nd coat to membrane ensuring
saturation of the membrane. Apply 2mm thick of the rest of the rest of the shower
area and allow to dry for 24 hours

WATERPROOFING TO FLOORS AND WALLS

"Weber.sysWaterproof-it" shower waterproofing system, consisting of
"Waterproof-it" compound, emulsion and membrane, applied in accordance to
the manufacturer's specifications

1 [On shower floors m2 18.00

2 |On shower walls m2 123.00

Carried forward to Section Summary
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT
BILL NO 4

4 |CARPENTRY & JOINERY

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

Descriptions

The term "planted on" shall mean the nailing of timber to timber

The term "screwed on" shall mean the countersunk screwing of timber to timber

The term "screwed and pelleted on" shall mean the screwing of timber to timber with
the heads of screws sunk and pelleted

The term "plugged"” shall mean the countersunk screwing of timber to brickwork or
concrete including plastic plugs

The term "plugged and pelleted" shall mean the screwing of timber to brickwork or
concrete including plugs with heads of screws sunk and pelleted

Joinery

Descriptions of frames shall be deemed to include frames, transomes, mullions, rails,
etc

Descriptions of hardwood joinery shall be deemed to include pelleting of bolt holes
Fixing

Iltems described as "nailed" shall be deemed to be fixed with hardened steel nails or
shot pins to brickwork or concrete.

Iltems described as "plugged" shall be deemed to include screwing to fibre, plastic or
metal plugs at not exceeding 600mm centres, and where described as "bolted" the
bolts have been given elsewhere.

Decorative laminate finish

Laminate finish shall be glued under pressure. Edge strips shall be butt jointed at
junctions with adjacent similar finish

The sizes listed are Nominal sizes for solid SA pine members

DOORS, ETC

40mm Thick solid flush panel doors with commercial veneer both sides suitable
for painting and hung to steel, aluminium, timber frames

Double door in two equal leaves with rebated meeting stiles, size 1510 x 2032mm

high No 2.00

Carried forward to Section Summary
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT
BILLNOS5

5 [CEILINGS, PARITIONS AND ACCESS FLOORING
For preambles see "Model Preambles for Trades"
SUPPLEMENTARY PREAMBLES

Fixing:

Iltems described as "nailed" shall be deemed to be fixed with hardened steel nails or
pins, or to be shot-pinned, to brickwork or concrete

Iltems described as "plugged” shall be deemed to include screwing to fibre, plastic or
metal plugs at not exceeding 500mm centres, and where described as "bolted", the
bolts have been given separately elsewhere

Ceilings:

Unless otherwise described, ceilings shall be deemed to be horizontal

NAILED-UP CEILINGS

Gypsum plasterboard cornices:

6,4mm Gypsum plasterboard ceilings including 38 x 38mm sawn softwood brandering
1 |at 450mm centres in one direction in 900mm board widths with metal joints and fixed| m2 287.00
as recommended by the manufacturer

Gypsum coved cornice

2 |75mm Coved cornices m 110.00
Trap door
3 |600 x 600mm Trap door No 2.00

Carried forward to Section Summary
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT

BILL NO 6

6 [FLOOR COVERINGS

For preambles see "Model Preambles for Trades"

CORNER PROTECTORS, DIVIDING STRIPS, ETC

1 |4 x 50mm Aluminium edge protector m 88.00

Carried forward to Section Summary
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT
BILL NO 7

7 [IRONMONGERY
For preambles see "Model Preambles for Trades"
SUPPLEMENTARY PREAMBLES

Finishes to ironmongery

Where applicable finishes to ironmongery are indicated by suffixes in accordance
with the following list:

BS Satin bronze lacquered
CH Chromium plated

SC Satin chromium plated
SE Silver enamelled

GE Grey enamelled

AS Anodised silver

AB Anodised bronze

AG Anodised gold

ABL Anodised black

PB Polished brass

PL Polished and lacquered
PT Epoxy coated

SD Sanded

LOCKS
"DCLSA"
1 |880/60/78 Euro Profile 60mm Double Cylinder with"G96D" key and thumb turn key No 2.00
HANDLES

Stainless steel handles
2 |Door handles Pairs 4.00

BATHROOM FITTINGS

Budgetary Allowance

Allow for alterations,to be measured and priced in accordance with this Bill of

Quantities and omitted in part or whole as instructed by Principal Agent Item 1.00 R 1500000 | R 15,000.00

DOOR CLOSERS
"Union" or similar

4 |DC500 Cam action closer EN1-4SIL No 2.00

PINNING BOARDS, WRITING BOARDS, PROJECTION SCREENS, ETC

"Vitrex" or similar approved

12mm Thick pinning board 1500 x 1200mm high with 19mm quarter round frame and

durable cloth covering, plugged to brick wall No 2.00

Carried forward to Section Summary
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT
BILL NO 8

8 |METALWORK
For preambles see "Model Preambles for Trades"
SUPPLEMENTARY PREAMBLES

Aluminium doors, windows, etc

Doors and windows shall comply with AAAMSA design criteria

Glazing shall comply with SAGGA regulations. Glass shall be laminated performance
glass as shown on the window schedules/drawings appended to these bills of
quantities. Glass thickness shall comply with SAGGA regulations irrespective of
thicknesses shown on the schedules/drawings

Doors and windows shall be supplied with protective tape and plastic and shall be
removed only once surrounding trades have been completed

SHOWER DOORS

Aluminium framed frosted glazed pivoting shower door fitted to tiled wall, and
sealed with siliconsealant all round complete

1 |Door size 900 x 1800mm high No 24.00

Carried forward to Section Summary

Page 12 of 20



APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT
BILL NO 9

9 [PLASTERING

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

Moisture tests:

Before any finishes, coverings, etc are applied to screeds, plastering, etc or any other
in-situ finish moisture tests are to be carried out to the complete satisfaction of the
Principal Agent to ensure that these surfaces have the correct moisture content for
the finish to be applied

Labours, etc

Labours such as fair, rounded and chamfered edges, trowel cuts, throats, V-joints,
angles, etc shall be deemed to be included in the descriptions

SCREEDS
Screeds steel trowelled, on concrete:
1 |3mm Thick on floors and landings m2 416.00

INTERNAL PLASTER

Cement plaster on brickwork

2 |On walls m2 30.00

Carried forward to Final Summary
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT
BILL NO 10

10 |TILING
For preambles see "Model Preambles for Trades"
SUPPLEMENTARY PREAMBLES

DESCRIPTIONS

Tiling on brick or concrete walls, columns, etc and floors to be fixed in stict
accordance with the manufacturer's instructions and to include for adhesives,
bedding and grouting complete to plastered or screeded surfaces (measured
elsewhere)

WALL TILING

300 x 300 x 5mm Ceramic wall tile (PC R150/m?) fixed
with adhesive to plaster (plaster elsewhere) and flush
tinted grout

1 [On walls in isolated panels, splashbacks, etc. m2 363.00

FLOOR TILING

300 x 300 x 4mm Mosaic floor tile (PC R100/m?) fixed with suitable adhesive to
screed and flush pointed with tinted waterproofing grout

2 |On shower floors m2 18.00

600 x 600 x 5mm Ceramic floor tiles (PC R200/m?) fixed with adhesive to
powerfloated concrete and flush pointed with tinted waterproof grout

3 |On floors and landings m2 416.00

Carried forward to Final Summary
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT
BILL NO 11

11 |GLAZING
For preambles see "Model Preambles for Trades"

TOPS, SHELVES, DOORS, MIRRORS, ETC.

6mm Silvered float glass copper backed mirrors with polished edges holed for
and fixed with chromium plated dome capped mirror screws with rubber
buffers to plugs in brickwork or concrete

1 [Mirror 600 x 600mm high with four screws No 14.00

Carried forward to Final Summary
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT
BILL NO 12

12 |PAINTWORK

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

Previously painted plastered surfaces

Surfaces shall be thoroughly washed down and allowed to dry completely before any
paint is applied. Blistered or peeling paint shall be completely removed and cracks
shall be opened, filled with a suitable filler and finished smooth.

Previously painted metal surfaces

Surfaces shall be thoroughly rubbed and cleaned down. Blistered or peeling paint
shall be completely removed down to bare metal.

Previously painted wood surfaces
Surfaces shall be thoroughly cleaned down. Blistered or peeling paint shall be
completely removed and cracks and crevices shall be primed, filled with suitable

filler and finished smooth.

PAINTWORK, ETC TO NEW WORK

ON PLASTER BOARD

One coat universal undercoat and two coats interior quality super acrylic PVA
paint

1 |On ceilings and cornices m2 287.00
ON WOOD

Three coats interior quality varnish
2 |On doors m2 37.00

PAINTWORK TO PREVIOUSLY PAINTED WORK

ON FLOATED PLASTER

One coat universal undercoat and two coats interior quality super acrylic PVA
paint

3 |Oninternal walls. m2 202.00

Carried forward to Section Summary
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT|QUANTITY] RATE | AMOUNT
SECTION SUMMARY - SECTION NO 2: BUILDING WORKS
1 |Alterations

2 [Masonry

3 [waterproofing

4 |Carpentry & Joinery

5 [Ceilings, Partitions & Access Flooring

6 |Floor Coverings

7 [lronmongery

8 [Metalwork

9 [Plastering

10 |Tiling

11 |[Glazing

12 |Paintwork

Carried forward to Final Summary
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT
SECTION NO 3
BILL NO 1

1 |BUDGETARY ALLOWANCES

1 |Allow Budgetary Allowance for Electrical Installation Item 1.00 R 60,000.00 | R 60,000.00
2 |Allow Budgetary Allowance for Plumbing & Drainage Item 1.00 R 150,000.00 | R 150,000.00
3 |Allow Budgetary Allowance for Floor Covering to Basketball Viewing Deck Item 1.00 R 30,000.00 | R 30,000.00
4 |Allow Budgetary Allowance for Branding & Signage Item 1.00 R 30,000.00 | R 30,000.00

Carried forward to Section Summary
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

NO | DESCRIPTION | UNIT |QUANTITY| RATE | AMOUNT
SECTION SUMMARY - SECTION NO 3: BUDGETARY ALLOWANCE

1 |Budgetary Allowance

Carried forward to Final Summary
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APB Gym Male Female Changerooms Renovations - Bill of Quantities

Section
No.

EINAL SUMMARY

Preliminaries

Building Works
Budgetary Allowances
Sub-Total
CONTINGENCY

Allow a contingency amount at 10% of the contract amount to be used as
directed by the Principal Agent.

Sub-Total

Value Added Tax

Carried to Form of Tender
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Page
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16

19

10%

15%

Amount




