APK Library 24 Hour Study Area Alterations

NO |

SECTION NO 1

| UNIT | QUANTITY|

BILLNO 1

CONTRACTOR'S PRELIMINARIES AND GENERAL
For preambles see "Model Preambles for Trades"
SUMMARY OF CATEGORIES

Category: Fixed (10%)

Category: Value (15%)

Category: Time (75%)
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APK Library 24 Hour Study Area Alterations

NO UNIT | QUANTITY RATE AMOUNT
SECTION SUMMARY - SECTION NO 1: PRELIMINARIES & GENERAL

1 |Preliminaries & General
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APK Library 24 Hour Study Area Alterations

NO UNIT | QUANTITY RATE AMOUNT
BILLNO 1

1 |ALTERATIONS
For preambles see "Model Preambles for Trades"
SUPPLEMENTARY PREAMBLES

Old materials

Old materials from alterations except where described to be reused or handed over,
become the property of the Contractor who must allow credit for same in the item
rates as described below. Old materials from the removals and alterations except
where described to be reused or handed over, as well as old rubbish, etc must
regularly be carted from the site and not be allowed to accumulate on or around the
site. None of the old materials are to be used for new work except where specifically
described as to be handed over by the contractor to the Employer. Such materials
or articles shall be properly stored by the contractor until handing over thereof. The
contractor shall obtain an official receipt listing the materials or articles and dates of
handing over. If the contractor fails to submit the receipt when requested to do so it
shall be deemed that the materials or articles are still in his possesion and he will be
held liable to the Employer for the full replacement value thereof which amount will
be deducted from any monies due to the contractor

Credit for old materials

The Employer reserve the right to keep any or all of the old materials described in
the bill of quantities irrespective of such materials having been priced or not at the
rates indicated against the respective items.

REMOVAL OF EXISTING WORK

Taking out and removing doors, windows, etc from brickwork

Remove the existing glazed partition wall including automated sliding double door

1 approximately 12000mm x 2600mm high in position and reinstall in new position No 1.00
2 Ren_1_ove the existing glazed window approximately 1500mm x 2600mm high in No 3.00
position
BUDGETARY ALLOWANCE
Budgetay Allowance
3 [Budgetary Allowance of Twenty Thousand Rand for Additional Alterations, etc Item 1.00 R 20,000.00 (R  20,000.00
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APK Library 24 Hour Study Area Alterations

NO UNIT | QUANTITY RATE AMOUNT
BILL NO 2

2 |EARTHWORKS

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

Nature of ground

Descriptions of excavations shall be deemed to include all ground conditions
classifiable as "earth" and where conditions of a more difficult character are

indicated these are separately measured

Carting away of excavated material

Descriptions of carting away of excavated material shall be deemed to include
loading excavated material onto trucks directly from the excavations or,
alternatively, from stock piles situated on the building site and also transport of such
material to the dumping site.

Soil poisoning

Ant and weed poisoning will be applied in accordance to SABS/SANS specifications
by Registered and Approved Specialists who will issue a five (5) year guarantee.
The contractor will only be paid for this items once they have produced the said
certificate to the Principal Agent and all is in order in this regard.

SITE CLEARANCE, ETC

Site Clearance

Digging up and removing rubbish, debris, vegetation, hedges, shrubs and trees not
1 |exceeding 200mm girth, bushes, etc and remove from site to a dumping site located| m2 150.00
by the contractor

2 |Excavate in pickable earth to reduce ground level below paving m2 150.00

EXCAVATION, FILLING, ETC OTHER THAN BULK

Compaction of surfaces

Compaction of ground surface to bottom of trenches including shaping and
3 |scarifying for a depth of 150mm, breaking down oversize material, adding suitable m2 150.00
material where necessary and compacting to 95% Mod AASHTO density
Protection against termites

Poisoning surface of ground or filling under floors, steps, etc. including raking out
4 [75mm deep V-shaped channels against the walls, etc. treating with poison solution, | m2 150.00
backfilling and ramming

PAVING

Interlocking pavers

60mm Thick double interlocking (DZZ) precast grey coloured concrete paving blocks

5 |laid in a herringbone pattern on and including 20mm sand founding layer and m2 150.00
covered with sandlayer and sweep into joints

Carried forward to Section Summary
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APK Library 24 Hour Study Area Alterations

NO

BILL NO 3

WATERPROOFING

For preambles see "Model Preambles for Trades"

Waterproofing

Waterproofing of roofs, basements, etc shall be laid under a ten year guarantee.
Waterproofing to roofs shall be laid to even falls to outlets etc with necessary ridges,
hips and valleys. Descriptions of sheet or membrane waterproofing shall be deemed
to include additional labour to turn-ups and turn-downs

DAMPPROOFING OF WALLS AND FLOORS

One layer of 250 micron green waterproof sheeting sealed at laps with tape

Under surface beds, raft foundations, paving, etc

Carried forward to Section Summary
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APK Library 24 Hour Study Area Alterations

NO UNIT | QUANTITY RATE AMOUNT
BILL NO 4

4 [CARPENTRY & JOINERY

For preambles see "Model Preambles for Trades"
SUPPLEMENTARY PREAMBLES

Descriptions
The term "planted on" shall mean the nailing of timber to timber

The term "screwed on" shall mean the countersunk screwing of timber to timber

The term "screwed and pelleted on" shall mean the screwing of timber to timber with
the heads of screws sunk and pelleted

The term "plugged" shall mean the countersunk screwing of timber to brickwork or
concrete including plastic plugs

The term "plugged and pelleted" shall mean the screwing of timber to brickwork or
concrete including plugs with heads of screws sunk and pelleted

Joinery
Descriptions of frames shall be deemed to include frames, transomes, mullions,
rails, etc

Descriptions of hardwood joinery shall be deemed to include pelleting of bolt holes
Fixing

Iltems described as "nailed" shall be deemed to be fixed with hardened steel nails or
shot pins to brickwork or concrete.

Items described as "plugged" shall be deemed to include screwing to fibre, plastic or

metal plugs at not exceeding 600mm centres, and where described as "bolted" the
bolts have been given elsewhere.

DOORS, ETC

40mm Thick semi-solid panel doors with commercial veneer both sides
suitable for painting and hung to aluminium frames

1 |Door, size 813 x 2032mm high No 1.00
JOINERY
Worktops

600mm deep x 750mm high wooden computer worktop supported with 75/80

2 diameter painted stainless steel legs, complete as per Architects specifications m 20.00
SUNDRIES
3 |Cable grommet to worktop to for each computer No 13.00

Carried forward to Section Summary
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APK Library 24 Hour Study Area Alterations

NO

BILL NO 5

IRONMONGERY

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

Finishes:

Where applicable finishes to ironmongery are indicated by suffixes in accordance
with the following list:BS Satin bronze lacquered CH Chromium plated SC Satin
chromium plated SE Silver enamelled GE Grey enamelled AS Anodised silver AB
Anodised bronze AG Anodised gold ABL Anodised black PB Polished brass PL

Polished and lacquered PT Epoxycoated SD
Sanded

LOCKS

Manufactured by 'CISA'

Cylinder locks with "G96D" keyway
HANDLES

Dorma’'

Anodised aluminium pull handles with roses, fixed back to-back
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APK Library 24 Hour Study Area Alterations

NO UNIT | QUANTITY RATE AMOUNT
BILL NO 6

6 |METALWORK

For preambles see "Model Preambles for Trades"

ALUMINIUM WINDOWS, DOORS, ETC.

Aluminium Windows

Aluminium windows of aluminium extrusion alloy 6063 or 6261 in temper T5 or T6 to
comply with BS1474.

Finish to be epoxy powder coated aluminium to SABS
standards and approved approved standard colour range

Prices to include for glazing as specified, fitting in position and sealing watertight all
round

Aluminium work to be manufactured and installed in accordance with the standards
and norms as prescribed by the accosiation of architectural aluminium
manufacturers of South Africa. Contractors to issue a certification on completion
that these standards has been complied to.

WINDOWS, ETC

"Wispeco or similiar" or other approved natural anodised aluminium doors,
sidelights and fanlights glazed with 6mm toughened laminated safety glass
and plugged to brickwork or concrete and sealed watertight all round

1 |Shopfront 8500 x 2600mm high overall No 3.00
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APK Library 24 Hour Study Area Alterations

NO UNIT | QUANTITY RATE AMOUNT
BILL NO 7

7 |ELECTRICAL WORKS

For preambles see "Model Preambles for Trades"
Note to Tenderers

Note to the contractor: use the 20mm flexy conduit wire way from power skirting to
the socket.

COC for must be issued on the completion of the job

DETECTION
1 |Luck tech popup multi sunken desk socket box No 36.00
2 |Aluminium power pole 4 divider 4m 9.00
3 |Steel trunking (P9000) P9000| 25 length
4 |Single comp power skirting 1 36 length
5 |Two + earth flat cable 6 coils| 2,5mm
6 |Earth leakage CBI ;g’@a 6.00
7 |Circuit breaker CBI 20A 18.00

6ka

SUNDRIES
8 |Accessories Item 1.00
9 [Transport Item 1.00
10 |Labour Days 5.00
11 |Additional builders work Item 1.00 R 40,000.00 (R 40,000.00
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APK Library 24 Hour Study Area Alterations

NO UNIT | QUANTITY RATE AMOUNT
SECTION SUMMARY - SECTION NO 2: BUILDING WORKS

1 |Alterations

2 |Earthworks

3 [|Waterproofing

4 |Carpenty & Joinery
5 [lronmongery

6 |Metalwork

7 |Electrical Works
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APK Library 24 Hour Study Area Alterations

NO

SECTION NO 3

BILLNO 1

PROVISIONAL SUMS

For preambles see "Model Preambles for Trades"
SUPPLEMENTARY PREAMBLES

ACCESS CONTROL

Provide the sum of Fifty Thousand Rand for Access Control
Allow for profit

Allow for attendance
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APK Library 24 Hour Study Area Alterations

NO UNIT | QUANTITY RATE AMOUNT
SECTION SUMMARY - SECTION NO 3: PROVISIONAL SUMS

1 |Provisional Sums
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APK Library 24 Hour Study Area Alterations

FINAL SUMMARY

Section Page
No. No. Amount
1 Preliminaries 2
2 Building Works 10
3 Provisional Sum 12
Sub-Total

CONTINGENCY

Allow a contingency amount at 10% of the contract amount to be used as

0,
directed by the Principal Agent. 10%
Sub-Total
Value Added Tax 15%
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