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REMOVE EXISTING
NEW WORK

- ALL WORK TO APPROVAL
- MAKE GOOD ALL WORK
- CLARIFY ANY UNCERTAINTY
- DIMENSIONS TO BE CHECKED ON SITE

-  INSTALL NEW 75mm X 75mm PAINTED VERTICAL MILD STEEL POST IN
     CONCRETE HOLES IN POSITION AS SHOWN  AS PER SPECIFICATION
     AND TO APPROVAL

-  INSTALL NEW 50mmX150mm  PAINTED HORIZONTAL MILD STEEL
    C-CHANNEL ON TOP OF VRTICAL POST.  REFER:    SECTION A-A,
     DETAIL X AND Y.

-  INSTALL NEW 50mmX75mm  PAINTED MILD STEEL C-CHANNEL TO
     U/SIDE OF ROOF SHEETING IN  TO APPROVAL  REFER:    SECTION
     AA, AND DETAIL X ND Y.

1

2

GENERAL NOTES:
- ALL STEEL WORK TO BE PRIMED AND PAINTED AS PER  MANUFACTURE'S
      SPECIFICATION AND TO APPROVAL.
- WIDTH FOR NORMAL PARKING BAY TO BE 2500mm AND 5000mm LONG.
- WIDTH FOR PWD PARKING BAY TO BE 3500mm AND 5000mm LONG.
- MAKE PROVISION FOR MARKINGS /SIGNAGE TO PWD PARKING TO
      APPROVAL.

3

-  INSTALL NEW 50mmX75mm  PAINTED MILD STEEL C-CHANNEL ON
      TOP OF MILD STEEL C - CHANNEL   TO APPROVAL  REFER:
      SECTION AA, AND DETAIL X ND Y.

4

UJ ON EMPIRE: NEW  COVERED PARKING
BAYS (72 OFF)

Typical Section A-A
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# ALL DIMENSIONS TO BE CONFIRMED ON SITE
   BEFORE ANY WORK COMMENCES.
# ALL STEEL WORK TO STRUCTURAL ENGINEER'S
    DETAIL AND APPROVAL
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